1. In order to illustrate that the LISN essentially presents 50 Ω impedances between phase and ground and between neutral and ground, use LTspice to plot the frequency response of the impedance looking into one side of the LISN shown in the figure below over the conducted emission frequency range of 150 kHz – 30 MHz for three cases of impedance seen looking into the power net: (1) short-circuit load, (2) open-circuit load, and (3) 50 Ω load. Determine the values at 150 kHz and 30 MHz.

2. Determine the equation for the insertion loss of the bandreject filter shown below.

3. Suppose that a common-mode choke has self-inductances of 28 mH and a coupling coefficient of 0.98.
   a) Determine the leakage inductance presented to differential-mode currents.
   b) Repeat this for a coupling coefficient of 0.95.
4. The effect of a power supply filter on common-mode currents is sometimes characterized by the common-mode impedance as \( \hat{Z}_C = \hat{V}_C/\hat{I}_C \) with reference to figure (a) below. For \( L_{GW} = 1mH \), \( L = 28mH \), \( k = 0.98 \), and \( C_{CL} = C_{CR} = 3300pF \),

a) Use LTspice to plot \( \hat{Z}_C \) from 150 kHz to 30 MHz. What are the \( \hat{Z}_C \) values at 150 kHz and 30 MHz?

b) Repeat this for the differential-mode impedance \( \hat{Z}_D = \hat{V}_D/\hat{I}_D \) with respect to figure (b) below with \( C_{DR} = C_{DL} = 0.1\mu F \).

c) Suppose that the common-mode and differential-mode currents at the input to the power supply filter at 150 kHz are equal to 1 mA. Determine the total received voltage across the LISN 50 Ω resister. Which component is dominant?

![Diagram](a) The equivalent circuit of the filter and LISN for common-mode currents.

![Diagram](b) The equivalent circuit of the filter and LISN for differential-mode currents.

5. (Bonus) The buck regulator in the Switched-Mode Power Supply (SMPS) is to be operated at a switching frequency of 50 kHz, an input voltage of 100 V, and an output voltage of 5 V.

a) Determine the required duty cycle.

b) Calculate the level of the 25th harmonic (1.25 MHz) of the ideal chopped voltage \( V_{in} \). (Use the asymptotic approximations developed in Chapter 3 and the exact formula.)

c) Why is the SMPS better than linear power supply?

![Diagram](A simple "buck regulator" switching power supply.)